AKG 414 XLS

Type: 						1-inch large diaphragm pressure gradient microphone
Polar patterns: 				9, selectable
Open-circuit sensitivity: 			23 mV/Pa (-33 dBV ± 0.5 dB)
Frequency range: 				20 to 20,000 Hz (see frequency response graphs)
Impedance: 					≤ 200 ohms
Recommended load impedance: 		≥2200 ohms
Bass cut filter slope: 				12 dB/octave at 40 Hz and 80 Hz; 6 dB/octave at 160 Hz
Preattenuation Pads: 				-6 dB, -12 dB, -18 dB (selectable)
Equivalent noise level to IEC 60268-4: 	20 dB (0 dB preattenuation)
Equivalent noise level to IEC 60268-4	6 dB(A) (0 dB preattenuation) (A-weighted)
Signal/noise ratio re 1 Pa (A-weighted): 	88 dB
Max. SPL for 0.5% THD: 			200/400/800/1600 Pa
140/146/152/158 dB SPL
(0/-6/-12/-18 dB preattenuation)
[bookmark: _GoBack]Dynamic range (A-weighted): 		134 dB min.
Max. output level (A-weighted): 		5 V rms (+14 dBV) (+14 dBV)
Environment: temperature: 			-10°C to +60°C
R. H.: 95% (+20°C), 85% (+60°C)
Powering: 					48 V phantom power to IEC 61938
Current consumption: 			Approx. 4.5 mA
Dimensions: 					50 x 38 x 160 mm / 2.1 x 1.7 x 6.3 in.


SE T2
Capsule Type: 					Hand-Crafted True Condenser
Diaphragm: 					32mm Twin Titanium/Mylar
Directional Pattern: 				Cardioid, Hyper Cardioid, Omni, Figure-8
Frequency range: 				20 Hz - 20 kHz
Impedance: 					50 Ohms
Sensitivity: 					25.12 mV/Pa (-32 dB)
Max SPL: 					122/132/142 dB 
(0/-10/-20 dB pad) (0.5% THD @ 1kHz)
Signal to Noise Ratio: 				78 dB
Self Noise: 					16 dB(A)
Pass Filter Switch: 				60/120 Hz
Preattenuation Pad: 				-10/-20 dB
Weight: 					280g / 9.88oz

